
The Rebel XT can acquire data remotely and without user interaction, collecting
data from several bus sources reliably for long periods of time. Now it has
being extended to support remote connectivity via GPRS.
.
Introducing the latest features

Bluetooth  (standard)

GPRS module for remote connectivity (optional)

GPS module (optional)

LCD panel and keypad (standard)

New dust and splash proof enclosure

Designed to be flexible and ready to use

The Rebel XT is well supported with proven software ready to use and
support most field applications. The Rebel Xt is supplied with DiaLOG- our
data log configuration and data analysis software. DiaLOG supports the industry
standard files :

ASAM A2L files, ODX and CAN dbc formats.

DiaLOG is easy to use and has a built in data analysis trace viewer. Data can
also be easily exported for other applications such as Matlab MAT format
or MDF format.
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High speed data logging
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Our data logging solution is easy to use

Each sample is accurately time stamped and multiple data sources can be
simultaneously monitored such as PIDS or CAN BUS signals, instrumentation etc.....
It is also possible to monitor more than one module on multiple CAN buses. All
measured data is stored on a SD card in FAT32 format ready to be read on a Windows
pc. A real time clock ensures that the data is stored showing when it occurred.

. USB2 PC connection. 3x (opto-isolated) CAN communications
      channels. K-Line vehicle communication. LIN 1.2 vehicle communication. Multiple protocol support. Remote link via GPRS. Temp range-25OC to +85OC. Supply range 4.5 to 33 volts. Robust aluminium housing. SD card external (2GB storage). Mini SD card internal (2GB storage). Battery backed real time clock. LCD display, keypad and 8 LED

,
s. LAN. Multiple Trigger sources. Data over sampling (Fast/Slow

        sampling rates)
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Key Features

CCP and XCP
The Rebel XT supports both ASAM
calibration protocols for logging data
purposes

CAN ISO14229, ISO15765 and
K-Line Keyword

Industry standard protocols enabling..... Access Diagnostic troubles codes. Active on-board diagnostic routines
      and ECU commands and tests.. Monitor Parameter Identifiers. Monitor ECU address locations
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. Sleep mode. Firmware field upgradeable

Options
Integrated 8x channels opto-isolated
analogue input instrumentation. GPS. GPRS


